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Intellitron AR-600 Digital Antenna Rotator Product Addendum

NOTE: Keep this sheet and attach to the manual included with your new AR-600 Digital Antenna Rotator.

Dated: December 2025

The following instructions detail troubleshooting procedures and provide component dimensions for the Intellitron 
AR-600 Digital Antenna Rotator.

Troubleshooting and System Reset
To troubleshoot operational issues, first verify the rotator cable color code. Open the bottom cover of the rotator and 
inspect the wire screws, noting the wire number stamped near each screw and its corresponding color. Subsequently, 
check the control box to ensure the same wire color and number sequence is maintained, with connections matching 
1-1, 2-2, and 3-3. Correcting any misalignment in this configuration should restore normal rotator operation.

If alignment correction does not resolve the issue, the next step is to perform a full system reset. With the unit 
powered off, locate the bottom left and bottom right buttons on the control box keyboard. Hold both buttons down 
while powering the unit on. This action initiates the normal calibration routine, which typically takes approximately 
one minute. During calibration, the displayed numbers should count down from 360 to 0. Once the count reaches 0, 
the rotator will shut off and be ready for use. Note that performing this reset will clear all stored memory positions. 

Dimensions (inches):
Rotator: 6-7/8 x 4-1/4 x 10-1/2 (L x W x H)
Control Box: 8 x 7 x 2-1/2 (L x W x H) 
Remote Control: 4-1/8 x 1-5/8 x 0.75 (L x W x H)




